
Series 9800 and SOLO Compatible

Radio Interface Cables

Radio Interface Schedule

www.davidclark.com

360 Franklin Street, Box 15054, Worcester, MA 01615-0054 Tel: 508-751-5800 Fax: 508-753-5827

Email: sales@davidclark.com Web site: www.davidclark.com

©
2015 David Clark Company Incorporated Made in USA

Model C98-20RD2 (p/n: 40892G-07) Compatibility -

Standard Horizon (RAM+) Fixed-Mount Models, including:

GX1256S Quest +

GX1280S Matrix

GX1500S Quest X

GX2360S Quantum Series

GX3000S Matrix

GX3500S Quantum Series

GX5000S Quantum Series

GX5500S Quantum Series

PS2000 Phantom Series

Model C98-20RD3 (p/n: 40892G-11) Compatibility -

ICOM Marine Fixed-Mount Models, including:

*IC-M504A-71 “Rear Panel Microphone Version”

*IC-M504A-73 “Rear Panel Microphone Version”

*IC-M506-31 “Rear Panel Microphone Version”

*IC-M506-41 “Rear Panel Microphone Version”

*IC-M506-34 (UK) “Rear Panel Microphone Version”

*IC-M506-35 (EURO) “Rear Panel Microphone Version”

*IC-M506-44 (UK) “Rear Panel Microphone Version”

*IC-M506-45 (EURO) “Rear Panel Microphone Version”

*IC-M602

IC-M604

*Note: Intercom system connection requires analog hand-mic connection from rear of radio. 

Model C98-20RD4 (p/n: 40892G-12) Compatibility -

Radios with H250/U (U-229/U connector) or H-189/GR Handsets

Model C98-20RD (p/n: 40892G-01) Compatibility -

All radios with analog input available for system connections 

(mic hi/lo, speaker hi/lo, PTT and ground)

NOTE: For Series 9500 Marine Intercom System compatibility, cut the U9800S connector from any 

cable listed above, prepare conductor ends and wire to U9500 radio AMP connector per instructions for 

C95-20RD Radio Interface Cable (doc.# 19532P-83)


